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GENERAL NOTES:

ALL DIMENSIDNS SHOWN ARE IN mm UNLESS OTHERWISE
NOTED.

ALL EDGELINE. CENTERLINE AND LANE LINE PAVEMENT
MARKINGS SHALL BE 100 mm WIDE UNLESS DOTHERWISE
SPECIFIED.

THE CENTERLINE ON A TWO-LANE. TWO-HIGHWAY SHALL BE
AN INTERMITTENT YELLOW LINE.

LANE LINES SHALL BE AN INTERMITTENT OR SOLID WHITE.

INTERMITTENT LINES SHALL BE 100 mm WIDE, 1048 mm IN
LENGTH SEPARATED BY 9144 mm GAPS.

EDGE LINES SHALL BE CONTINUDUS SOLID WHITE DR YELLOW
LINES. RIGHT SIDE EDGE LINES SHALL NORMALLY BE SOLID
WHITE. MEDIAN DR LEFT SIDE EDGE LINES ON DIVIDED
HIGHWAYS AND ON THE LEFT SIDE OF ON AND OFF RAMPS

ARE NORMALLY BE SOLID YELLOW. EDGE LINES ARESHALL BE
CONTINUDOUS ACROSS DRIVEWAYS AND MINDR INTERSECTING
ROADS.

“NO PASSING” LINES SHALL BE CONTINUDOUS SOLID YELLOW.

“NO PASSING” LINES SHALL BE PLACED AS SHOWN IN "“LINE
DETAIL”. “NO PASSING"” LINES ON A TWO-LANE, TWO-HIGH-
WAY WHEN PASSING IS PROHIBITED IN EACH DIRECTION
SHALL BE PLACED 100 mm APART AND THE INTERMITTENT
CENTERLINE SHALL BE OMITTED.

STOP LINES SHALL BE A SOLID WHITE TRANSVERSE LINE
600 mm WIDE, LOCATED AT LEAST 1.2 m FROM THE NEAREST
EDGE OF THE INTERSECTING ROADWAY.

CROSSWALK LINES SHALL BE SOLID WHITE TRANSVERSE LINES
150 mm WIDE AT LEAST 1.8 m APART. CROSSWALK LINES

ON THE INTERSECTION SIDE OF THE CROSSWALK SHOULD

MEET AT THE CURB.

GORE LINES SHALL BE A SDOLID WHITE LINE 200 mm WIDE.

ARROWS AND WORD SYMBOLS SHALL BE SOLID WHITE.

MISSOURI HIGHWAYS AND TRANSPORTATION
COMMISSION

PAVEMENT MARKING

DATE: | EFFECTIVE: 07-01-2004 M620. OOC
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1. STOP LINES SHALL BE PLACE 90° TO
THE ROADWAY.

2. IF RAILROAD GATE IS PRESENT THE
STOP LINE SHALL BE 2.4 m FROM GATE.
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